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Send Specifications
Destination
Standard: Email/Internet FAX (SMTP), SMB 3.1.1, FTP, 

WebDAV, Mail Box  
Optional: Super G3 FAX, IP Fax

Optional: Super G3 Fax, IP Fax

Address Book
LDAP (2,000)/Local (1,600)/Speed dial (200)

Send Resolution (dpi)
Push: Up to 600 x 600
Pull: Up to 600 x 600

Communication Protocol
File: FTP: (TCP/IP), SMB3.1.1 (TCP/IP), WebDAV
Email/Fax: SMTP (Send), POP3 (Receive)

File Format
TIFF (MMR), JPEG15, PDF (Compact, OCR (Text 
Searchable), Optimize PDF for Web, Format to PDF/A-1b, 
Trace & Smooth, Encrypt), XPS (Compact), PDF/XPS 
(Device Signature, User Signature), Office Open XML 
(PowerPoint, Word)

Fax Specifications 
(Optional)
Maximum Number of Connection Lines
4

Modem Speed
Super G3: 33.6 Kbps
G3: 14.4 Kbps

Compression Method
MH, MR, MMR, JBIG

Resolution (dpi)
400 x 400, 200 x 400, 200 x 200, 200 x 100

Sending/Recording Size
Statement-R to 11" x 17"

Fax Memory
Up to 30,000 Pages (2,000 Jobs) 

Speed Dials
Max. 200

Group Dials/Destinations
Max. 199 Dials

Sequential Broadcast
Max. 256 Addresses 

Memory Backup
Yes

Store Specifications
Mail Box (Number Supported)
100 User Inboxes, 1 Memory RX Inbox, 50 Confidential  
Fax Inboxes, Maximum 30,000 Pages (2,000 Jobs) Stored

Advanced Box 
Communication  
Protocol: SMB or WebDAV
Supported  
Client PC: Windows (Windows 10/11)
Concurrent Connections (Max.)
SMB: 64
WebDAV: 3 (Active Sessions)

Advanced Box Available Disk Space
Approx. 16 GB (Standard HDD)
Approx. 480 GB (With Optional 1 TB HDD)

Memory Media
Standard: USB

Security Specifications
Authentication
Standard: 

Optional: 

Data
Standard: 

Optional: 

Network 
Standard: 

Optional: 

Document
Standard: 

Universal Login Manager, uniFLOW  Online 
Express,16 User Authentication,  Department 
ID Authentication,  
Access Management System,  
Device and Function Level Log-in              
uniFLOW, uniFLOW Online

Protecting SSD Data [SSD Data Encryption 
(FIPS140-2 Validated), SSD Lock], Standard 
SSD Initialize, Trusted Platform Module 
(TPM), Job Log Conceal Function, Protecting 
MFP Software Integrity, Checking MFD 
Software Integrity (Verify System at Startup, 
Automatic Recovery, Runtime Intrusion 
Detection), Common Criteria Certification 
(HCD-PP) (pending confirmation)3

Hard Disk Drive Mirroring, IEEE 2600.2 
Common Criteria Certification           

TLS 1.3, IPSec,  IEEE802.1X authentication, 
SNMP V3.0, Firewall Functionality (IP/MAC 
Address Filtering), Dual Network Support, 
Disabling Unused Functions (Enabling/
Disabling Protocols/Applications, 
Enabling/Disabling Remote UI, Enabling/
Disabling USB Interface), Communication 
Line Separation (G3 FAX, USB Port, 
Advanced Space, Scan and Send -Virus 
Concerns for Email Reception)
WPA3 support (Wi-Fi), (Wired LAN/Wireless 
LAN, Wired LAN/Wired LAN)

Secure Watermark, Secure Print,  
Forced Hold Printing, Adobe LiveCycle® 
Rights Management ES2.5 Integration, 
Encrypted PDF, Encrypted Secure  
Print, Device Signature, User Signature

Environmental Specifications
Operating Environment 
Temperature: 50 to 86 ºF
Humidity: 20 to 80% RH (Relative Humidity)

Power Requirements
110 - 127 V 60 Hz, 8.5 A

Power Consumption
Maximum: Approx. 1,500 W

Copying (with DADF continuous scan): 
Approx. 649 W (110 - 127 V)

Sleep Mode: Approx. 0.8 W17

Typical Electricity Consumption (TEC) Rating5

  4945i: 0.45 kWh
  4935i: 0.34 kWh
  4925i: 0.24 kWh

Standards
ENERGY STAR® Certified 

Consumables
Toner
GPR-67 Toner BK

Toner Yield (Estimated @ 6% Coverage)
Black: 44,500 Pages

1 Subscription to a third-party cloud service required. Subject  
to third-party cloud service provider's Terms and 
Conditions.

2 Third-party SIEM system required. Subject to third-party 
SIEM system’s Terms and Conditions. Canon cannot ensure 
compatibility with all third-party SIEM systems.

3 This feature is off by default and must be turned on by the 
user. Warm-up times are affected once turned on.

4 Requires additional option.

6 Envelope Attachment A (standard) is required.
7 Time from device power-on until copy ready (not print 

reservation). 
8 Time from exiting Sleep mode to when printing is 

operational. 
9 Time from device power on to when the copy icon appears 

and is enabled to operate on the touch panel display.
 10 Includes toner.
11 Requires the optional PCL International Font Set-A1.
12 Requires the optional Barcode Printer Kit-D1.
13 Other operating systems and environments, including  

AS/400, UNIX, Linux, and Citrix may be supported. Some  
of these solutions are chargeable. SAP Device Types are 
available via the SAP Market Place. For more information, 
contact your sales representative.

14 Detect Feeder Multi Sheet Feed is supported.
15 Single-Page only.
16 No charge for this solution; however, activation is required. 
17 0.8 W Sleep mode not available in all circumstances due to  

certain settings.

5 Based on ENERGY STAR Product Specification for Imaging
    Equipment Version 3.0.  

To learn about Canon's many awards, visit  
canon.ca/awards.
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